


The Třeština biogas plant with an installed capacity 
of 999 kW is situated in a former animal produc-
tion facility on an old pig farm. The technology is 
designed for an annual processing of:	  	
·	 6,000 tonnes of pig liquid manure per year
·	 18,100 tonnes of maize silage per year

A part of the plant is the input pit for liquid ma-
nure with a volume of 300 m3, the fermentation 
tank with a volume of 5,120 m3 and the roofed 
storage tank with a volume of 9,500 m3. All tanks, 

including the digestate storage facility are made 
of prefabricated MTS panels of the EnviTec com-
pany’s own production. The location of the cogen-
eration unit, transformer station, control room as 
well as equipment for preparation, transport and 
dispensing of input materials was planned using 
the existing stable. 

The biogas plant in Třeština (Czech Republic)

 Storage tank for fermenta-
tion residues (digestate)

	 Fact sheet

Location:	 Třeština u Mohelnice / Czech Republic
Capacity:	 999 kWel

In operation since: 	04/2009
Input materials:	 Liquid manure of pigs, maize silage, grain,
	 extracted meal
Features:	 An existing facility has been used as technical 

building which contains technology for pre-treat-
ment of input materials, the CHP and the control 
room. A storage tank with a capacity of 9,500 m³ 
is also part of the plant.  
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