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The biogas plant in
Casaletto Ceredano (Italy)



A cutting-edge plant powered only by slurry
The plant owned by the management company 
Pozzali Società Agricola s.r.l. is the second of 
EnviTec’s plants in Italy. It became operational in 
October 2010. The plant, which uses cutting-edge 
technology, consists of a single digester with a net 
volume of about 5,100 cubic metres. It is powered 
by around 50,000 cubic metres of slurry a year 
from the farm’s 25,000 pigs. Small quantities of 
cornflour and feed residues are added to the input 
material (about 425 tons/year) to improve the 
plant’s energy yield. 

After being processed in the plant the slurry 
residues can be used as fertilizer on the sur-
rounding soil. 

In this way, the farmer is able to get the most out 
of the farm’s organic byproducts and transform 
a product that is expensive to dispose of into a 
source of profit.

The cogeneration plant has a rated electrical ca-
pacity of 249 kWel and 400 kW thermal output. The 
engine produces almost 2 million kWh of electric-
ity a year and, after subtracting the energy con-
sumed in the digestion process, around 603,000 
kWh of thermal energy a year.

Location: Casaletto Ceredano / Italy
Capacity: 249 kWel

In operation since: 10/2010
Input materials: pig slurry, cornflour
Features: Production of electricity, and thermal energy 

used to heat the mixed substrate inside the 
digester.

Fact sheet

 The plant consists of a sing-

le digester with a net volume of 

about 5,100 cubic metres.

 The input material for the 

plant is supplied by approxi-

mately 25,000 pigs from farm 

operations. 
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